
SEMIFINAL PRODUCTION INFO
The Hardware

PA SYSTEM
Amp NEXO NXAMP4x2mk2
Cabinets 2 x Nexo PS15 15”/2” Mid/Hi
2 x Nexo PS15Bass 15” Mid extension
2 x Nexo LS1200 18” Subwoofer
Nexo PS8 8”/1” Mid/Hi underbalcony fill

FOH
Behringer X32 + 2x Behringer S16 Stagebox, AES

MONITORS
General Monitors are operated thru the FOH-console (four sends).
Wedges 4 x NEXO P12
Amp NEXO NXAMP4x2mk2

MICS AND STUFF
1x Shure PG52
1x Sennheiser 901a
1x Beyerdynamic Opus 88
3x Sennheiser e604
5x Shure SM57
5x Shure SM58
1x Røde NT5
2x Radial Stereo DI
2x DBX Mono DI

LIGHTS
Light console: ETC ColourSource 20

Lights:
- 4 * ETC Selador Lustr 11 in front
- 12 * Multiform Multispot LS1310 in the back

Other:
Electron SP142 DMX Splitter
Unique Hazer
Power supply: 16A CEE

The Venue

Address: Urho Kekkosen katu 6, Helsinki (courtyard)
Capacity 100
Stage dimensions H 0,55 m W 6 m D 3,40 m
Clearance 3,85 m
Power 16A for amps, 16A for FOH, 16A for backline

Load-in: Downhill to inner courtyard, 3 stairs at the door
Parking: for load-in/load-out only – due to central location we can’t 
unfortunately offer you a parking space in front of the club.
Dressing room: one small’n’funky – stage right (not lockable), no 
showers/toilets
Merchandise: OK


